READ ME FIRST 

RMF-Sun-3/470 


Purpose 

This notice describes two important procedures for handling the Sun-3/47012-Slot Office Pedestal concctly. It 
describes the threshold clearance required to roU the pedestal over a floor threshold, and illustrates how to remove the 
cosmetic panels without damaging the equipment. Failure to follow these directions when moving the pedestal or 
removing the cosmetic panels may result in damage to your equipment! 

1. Threshold Clearance 

The low-profile casters on the Sun-3/470 12-Slot Office Pedestal are designed to roll over floor thresholds (sUls, etc.) 
no higher than 14-inch. 

CAUTION Do not attempt to roll the pedestal unit over thresholds larger than V 4 .inch. Doing so mav damage 
the casters. 

’f the threshold exceeds 14 inch, iranspon the system as follows: 
create a ramp over the threshold 

r use another conveyance, such as a cart or foridift, to move the pedestal. 


2. Trim Removal/Replacement 

The top cover, front panel, left side panel, right side panel, rear be^l, front and r^^huth^rs are equipped with snap 
on and off hardware. \Mienever you remove the side and front rear b^el. foUbw the procedures in the 

next subsections. You will need the following tool to perform thgsc»:^l^||dures: 

c a medium flat-blade screwdriver '••a 

The top cover must be removed prior to removing the side panels^ tI«: pan#^Uld be ssmoved prior tB remov- 

jng the front panel. The rear bezel and bumper cm be nSmoved vriihout^prstovingipj^r panels. 

NOTE Prior toperforming any of these procedures, erisme that Ae kas perform!^ a system 

i^kstp, and thaj the workstation is gracefully powered down. 
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Gracerul Power-Down 


k" administraior has warned clients or other workstation users to log out, and as suoer- 

% syne 
% sync 

twice, as shown above. Follow this with the conunand. /ote/halt or /ote/fmathal^ The rwnonmc ,.,>11 a 
by these commands ensure that all data in the buffers is written to disk before the UNIX operaUng system is halted.' 

When the UNIX operating system is halted, turn system power off and unplug the power cord from the wall receptacle. 

remove the trim panels by grasping the sides, top or bottoms and twisting off. This mav 
operations ** ^ fasteners. Always support the panels during removal and replacement 


Front Panel Removal 


3. Remove the top cover as shown in Figure 1: 

a. Grasp both sides of the top cover at the front of the unit and lift it off the two front ball studs. 

b. Grasp both sides of the top cover at the rear of the unit and lift it off the two rear ball studs. 






Figure 1 Removing the Top Cover 



NOTE At this point the side panels should also be removed, as shown in Figure 2. 
may result in damage to cosmetic surfaces. 


Failure to remove the side panels 


«<1« op was of the side panels to disengage the tvw, tipper ball 


d. Pun outwaid at the lower outside areas of the side panels to disengage the lower ban studs, 
c. Remove ihe side panels. 
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Removing the Side Panels 



2. Remove the front bumper, as shown in Figure 3, by pulling shaiply on one 
side and then the other to disengage the ball studs. 


ri 
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3. Remove the front panel as shown in Figure 3; 

a. With a flat-blade screwdriver pry the upper area of the front panel away 
from the two upper ball studs. 

b. Pull the top of the front panel away from the chassis gently to locate the 
middle ball studs. 

Disengage the panel from these ball studs with the screwdriver. ~ 

d. Repeat step c for the lower ball studs and remove the front panel. 

RemoM’ng the Rear Bumper i ■ x- 

and Rear Bezel 


NOTE Make sure the rear bumper is removed prior to removing the rear bezel There is 

an interlocking tab on the bezel which supports the top of the bumper. 
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1. Remove the rear bumper as shown in Figure 4. Use a flat-blade screwdriver 
at the center of the rear bumper, pry the ball stud brackets away from the 
frame and remove the rear bumper. 

2, Remove the rear bezel; 

a. With a flat-blade screwdriver, pry the two upper edges of the bezel 
away from the frame to disengage the ball studs. 

b. Repeat step a for the two lower ball studs. 

c. Remove the rear bezel. 


Figure 4 Removing the Rear Blotter and Bezel 



Call your Sun service hotline number with any questions. 


#sun 
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